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ABSTRACT

This Class | permit is issued to B.H.P. Copper, Pinto Valey Unit, the Permittee, for operation of their
mining, milling, and copper leaching operations located 8 miles west of Miami, Arizona off Highway 60.

The copper ore, mined from the open pit mine, is crushed and concentrated in the crushing and milling
units. The moly concentrate, separated out by the frothflotation process, isdried in the moly drying unit.
The copper concentrate is pumped e even miles through a pipdineto afilter plant near the town of Miami
where the moisture content of the concentrate is reduced to gpproximately ten percent. Leaching
operations are aso performed to capitalize on the ore which is not processed in the crushing and
concentrator circuit because of itslower copper content. The leachate, which contains copper in solution,
is processed in a solvent extraction plant before being transferred  to the eectrowinning tankhouse. The
electrowinning process recovers copper meta from the solution.

Air emissons, counted towards mgjor source gpplicability determinations, occur at the primary crushing
unit, fine crushing unit, milling unit, moly concentrate drying unit, and the boilers. This permit isissued in
accordance with Title 49, Chapter 3 of the ArizonaRevised Statutes. All definitions, terms, and conditions
used in thispermit conform to thosein the Arizona Administrative Code R18-2-101 et. seg. (A.A.C.) and
40 Code of Federal Regulations (CFR), except as otherwise defined in this permit.  Unless noted
otherwise, references cited in the permit conditions refer to the A.A.C. All terms and conditions in this
permit are enforceable by the Adminigtrator of the U.S. Environmental Protection Agency.
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Air Quality Permit # 1000605 B.H.P. Copper-Pinto Vdley Unit

ATTACHMENT "A": GENERAL PROVISIONS

Air Quality Control Permit No. 1000605
for
BHP Copper, Pinto Valley Unit

PERMIT EXPIRATION AND RENEWAL
[A.R.S §49-426.F, A.A.C. R18-2-304.C.2, 306.A.1, and 322]

A. Thispermitisvaid for aperiod of five years from the date of issuance of the permit.

B. The Permittee shdl submit an application for renewd of this permit at least 6 months, but
not more than 18 months prior to the date of permit expiration.

. COMPLIANCE WITH PERMIT CONDITIONS
[A.A.C. R18-2-306.A.8.a. and b, A.R.S. §49-463, and A.R.S. §49-464]

A. The Permittee shal comply with al the conditions contained in Attachments“A” and “B” of
this permit including dl applicable requirements of Arizonaar quality statutes and the air
qudity rules. Any permit noncompliance condtitutes a violation of the Arizona Revised
Statutes and is grounds for enforcement action; for permit termination, revocation and
reissuance, or revison; or for denia of a permit renewa application. In addition,
noncompliance with any federaly enforceable requirement conditutes a violation of the
Clean Air Act (Act).

B. Need to hdt or reduce activity not adefense. It shal not be a defense for a Permitteein
an enforcement action that it would have been necessary to hdt or reduce the permitted
activity in order to maintain compliance with the conditions of this permit.

1. PERMIT REVISION, REOPENING, REVOCATION AND REISSUANCE, OR
TERMINATION FOR CAUSE [A.A.C. R18-2-306.A.8.c and 321.A]

A. The permit may be revised, reopened, revoked and reissued, or terminated for cause. The
filing of a request by the Permittee for a permit revision, revocation and reissuance, or
termination; or of anatification of planned changes or anticipated noncompliance does not
day any permit condition.
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Air Quality Permit # 1000605 B.H.P. Copper-Pinto Vdley Unit

B. The permit shal be reopened and revised under any of the following circumstances:

1. Additiond applicable requirements under the Act become applicable to the Class
| source. Such reopening shal only occur if there are three or more years
remaining in the permit term. The reopening shal be completed not later than 18
months after promulgation of the applicable requirement. No such reopening is
required if the effective date of the requirement is later than the date on which the
permit isdueto expire, unlessthe origind permit or any of itsterms and conditions
has been extended pursuant to R18-2-322(B). Any permit revison required
pursuant to this subparagraph shdl comply with provisons in R18-2-322 for
permit renewd and shdl reset the five year permit term.

2. Additiond requirements, including excess emissons requirements, become
applicable to an affected source under the acid rain program. Upon approval by
the Adminigtrator, excessemissionsoffset plans shdl be deemed to beincorporat-
ed into the Class | permit.

3. The Director or the Adminigtrator determines that the permit contains a materid
mistake or that inaccurate Statements were made in establishing the emissions
standards or other terms or conditions of the permit.

4, The Director or the Administrator determines that the permit needs to be revised
or revoked to assure compliance with the gpplicable requirements.

C. Proceedings to reopen and issue a permit, including gppedl of any find action relaing to
apermit reopening, shdl follow the same proceduresasapply to initid permit issuanceand
shdl, except for reopenings under paragraph 1 above, affect only those parts of the permit
for which cause to reopen exists. Such reopenings shall be made as expeditioudy as
practicable. Permit reopenings for reasons other than those stated in paragraph I11.B.1 of
this Attachment shal not result in arestting of the five year permit term.

V. POSTING OF PERMIT [A.A.C.R18-2-315]

Permittee shdl post this permit, or a certificate of permit issuance where the facility is located in
such amanner asto be clearly visble and accessble. All equipment covered by the permit shall
be clearly marked with one of the following:
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Air Quality Permit # 1000605 B.H.P. Copper-Pinto Vdley Unit

A. Current permit number.
B. Serid number or other equipment number that is aso listed in the permit to identify that
piece of equipment.
C. A copy of the complete permit shall be kept on the site.
V. FEE PAYMENT [A.A.C. R18-2-326 and 306.A 9]

Permittee shdl pay feesto the Director pursuant to A.R.S. 8§ 49-426(E) and A.A.C. R18-2-326.

VI. ANNUAL EMISSIONSINVENTORY QUESTIONNAIRE [A.A.C.R18-2-327]

A.

Permittee shal complete and submit to the Director an annua emissions inventory
guestionnaire. The questionnaire is due by March 31 or ninety days after the Director
makes the inventory form available each year, whichever occurs later, and shdl include
emisson information for the previous caendar yeer.

The questionnaire shdl be on a form provided by the Director and shdl include the
information required by A.A.C. R18-2-327.

VIl. COMPLIANCE CERTIFICATION

A.

Permittee shdl submit a compliance certification to the Director twice each year, which
describes the compliance status of the source with respect to each permit condition. The
firg certification shall be submitted no later than April 15th, and shall report the compliance
status of the source during the period between September 16th of the previous year, and
March 15th of the current year. The second certification shall be submitted no later than
October 15th, and shal report the compliance status of the source during the period
between March 16th and September 15th of the current yeer.

[A.A.C.
R18-2-
309.2.9
The compliance cetifications shdl include the following:
1. Identification of each term or condition of the permit that is the bass of the
cetificaion; [A.A.C. R18-2-309.2.c.i]
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Air Quality Permit # 1000605 B.H.P. Copper-Pinto Vdley Unit

2.

Compliance status with each gpplicable requirement;
[A.A.C. R18-2-309.2..ii]

Whether compliance was based on continuous or intermittent data;
[A.A.C. R18-2-309.2.ciiii]

Each deviation and take it into account in the compliance certification;
[40 CFR §70.6.c.5.iii.C]

Any other materid information that must be included in the certification to comply
with section 113(c)(2) of the Act, which prohibits knowingly making a fase
catification or omitting materid information;

[40 CFR §70.6.c5.ii.B]

Method(s) used for determining the compliance Satus of the source, currently and
over the reporting period; [A.A.C. R18-2-309.2.c.iv]

A progress report on al outstanding compliance schedules submitted pursuant to
Section XI11.D of this Attachment. Progress reports submitted with compliance

certifications satisfy the reporting requirements of A.A.C. R18-2-309.5.d.
[A.A.C. R18-2-309.5.d]

B. A copy of al compliance certifications for Class | permits shall dso be submitted to the
EPA Adminigtrator. [A.A.C.R18-2-309.2.d]

VIIl. CERTIFICATION OF TRUTH, ACCURACY AND COMPLETENESS

[A.A.C. R18-2-309.3]

Any document required to be submitted by thispermit, including reports, shal contain acertification
by a respongble officid of truth, accuracy, and completeness. This certification and any other
certification required under this part shal state that, based on information and belief formed after
reasonable inquiry, the statements and information in the document are true, accurate, and

complete.

IX. INSPECTION AND ENTRY [A.A.C. R18-2-309.4]

The Permittee shdl dlow the Director or the authorized representative of the Director upon
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Air Quality Permit # 1000605 B.H.P. Copper-Pinto Vdley Unit

XI.

XI1.

presentation of proper credentias to:

A. Enter upon the Permittee's premiseswhereasourceislocated or emissions-rel ated activity
isconducted, or where records are required to be kept under the conditions of the permit;

B. Have access to and copy, a reasonable times, any records that are required to be kept
under the conditions of the permit;

C. I nspect, at reasonabletimes, any facilities, equipment (including monitoring and air pollution
control equipment), practices, or operations regulated or required under the permit;

D. Sample or monitor, at reasonable times, substances or parameters for the purpose of
assuring compliance with the permit or other gpplicable requirements; and

E Record any ingpection by use of written, eectronic, magnetic and photographic media.

PERMIT REVISION PURSUANT TO FEDERAL HAZARDOUS AIR POLLUTANT
STANDARD

I this source becomes subject to astandard promulgated by the Administrator pursuant to section
112(d) of the Act, then the Permittee shdl, within twel ve months of the date on which the standard
is promulgated, submit an gpplication for a permit revison demondirating how the source will
comply with the standard. [A.A.C. R18-2-304.C]

ACCIDENTAL RELEASE PROGRAM
If this source becomes subject to the provisons of 40 CFR Part 68, then the Permittee shall
comply with these provisions according to the timeline specified in 40 CFR Part 68.

[40 CFR 68]

REPORTING OF EXCESS EMISSIONS, PERMIT DEVIATIONS, AND
EMERGENCIES

A. EXCESS EMISSIONS REPORTING [A.A.CR18-2-310.C]

1. Excess emissions, as defined in A.A.C. R18-2-101.37, shal be reported as
follows
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Air Qudity Permit # 1000605

B.H.P. Copper-Pinto Vdley Unit

a The Permittee shal report to the Director any emissionsin excess of the
limits established by this permit. Such report shall be in two parts as
specified below:

Noatification by telephone or facamile within 24 hours of thetime
when the Permittee first learned of the occurrence of excess
emissonsinduding dl available information from paragraph b. of
this subsection.

Detalled written naotification within 72 hours of the notification
pursuant to subparagraph (1) of this paragraph.

b. Report shdl contain the following information:

Identity of each stack or other emission point where the excess
emissions occurred.

Magnitude of the excess emissons expressed in the units of the
applicable emissonlimitation and the operating deta.and calcula:
tions used in determining the magnitude of the excess emissons.

Date, time and duration or expected duration of the excess
emissons

V. Identity of the equipment from which the excess emissons
emanated.

V. Nature and cause of such emissions.

Vi. If the excess emissions were the result of a mafunction, steps
taken to remedy the mafunction and the steps taken or planned
to prevent the recurrence of such mafunctions.

Vil. Steps taken to limit the excess emissons.

2. In the case of continuous or recurring excess emissions, the notification require-
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Air Quality Permit # 1000605 B.H.P. Copper-Pinto Vdley Unit

B.

C.

ments of this section shdl be satisfied if the source provides the required
notification after excess emissons are firg detected and includes in such
natification an estimate of the time the excess emissons will continue. Excess
emissions occurring after the estimated time period or changesin the nature of the
emissons as originaly reported shal require additional notification pursuant to

subsection A.1.a(2) of this Section.
[A.A.C.R18-2-310.D]

It shdl be the burden of the Permittee to demondtrate, through submission of the
data and information required by Section XII.A of Attachment “A”, that all
ressonable and practicable measures within the Permitteg's control were

implemented to prevent the occurrence of excess emissions.
[A.A.C.R18-2-310.8]

PERMIT DEVIATIONS REPORTING [A.A.C.R18-2-306.A.5]

1.

Permittee shal promptly report deviations from permit requirements, including
those atributable to upset conditions as defined in the permit, the probable cause
of such deviations, and any corrective actions or preventive measures taken.
Prompt reporting shal mean that the report was submitted to the Director by
certified mail, facamile, or hand ddivery within two working days of the time the
deviation occurred.

All ingtancesof deviationsfrom permit requirementsshal beclearly identifiedinthe
required semiannua monitoring report specified in Attachment “B”, Section 1.B,
and shdll be certified by the respongible officid.
[A.A.C.
R18-2-
306.A.5.
a

EMERGENCY PROVISION [A.A.C. R18-2-306.E]

1.

An "emergency” means any dStuation arisng from sudden and reasonably
unforeseeable events beyond the control of the source, including acts of God,
which gtuation requiresimmediate corrective action to restore normal operation
and that causesthe sourceto exceed atechnol ogy-based emission limitation under
the permit, due to unavoidable increases in emissons datributable to the
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B.H.P. Copper-Pinto Vdley Unit

emergency. An emergency shdl not include noncompliance to the extent caused
by improperly designed equipment, lack of preventative maintenance, carelessor
improper operation, or operator error.

a

An emergency condtitutes an affirmative defense to an action brought for
noncompliance with such technology-based emisson limitetions if the
conditions of paragraph (c) of this subsection are met.

The afirmative defense of emergency shal be demondrated through
properly sgned, contemporaneous operating logs, or other relevant
evidence that:

An emergency occurred and that the permittee can identify the
cause(s) of the emergency;

The permitted facility was at the time being properly operated;

During the period of the emergency, the permittee took all
reasonable sepsto minimizelevelsof emissonsthat exceeded the
emissions standards or other requirements in the permit; and

The permittee submitted notice of the emergency to the Director
by certified mail, facamile, or hand ddivery within two working
days of the time when emissonlimitations were exceeded dueto
the emergency. This notice shdl contain a description of the
emergency, any steps taken to mitigate emissions, and corrective
action taken.

In any enforcement proceeding, the permittee seeking to establish the
occurrence of an emergency has the burden of proof.

Thisprovisonisin addition to any emergency or upset provision contained
in any applicable requirement.

D. For any excess emission or permit deviation that cannot be corrected within 72 hours, the
Permittee is required to submit a compliance schedule to the Director within 21 days of
such occurrence. The compliance schedule shdl include aschedule of remedid measures,
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Air Quality Permit # 1000605 B.H.P. Copper-Pinto Vdley Unit

including an enforceable sequence of actions with milestones, leading to compliance with
the permit terms or conditions that have been violated.

[ARS. 49-426. 5]

XIIl. RECORD KEEPING REQUIREMENTS [A.A.C. R18-2-306.A 4]

A. Permittee shall keep recordsof dl required monitoring information including, but not limited

to, the fallowing:

1. The date, place as defined in the permit, and time of sampling or measurements,
2. The date(s) andyses were performed;

3. The name of the company or entity that performed the andyses,

4, A description of the andytical techniques or methods used;

5. The results of such analyses, and

6. The operaing conditions as exigting at the time of sampling or measurement.

B. Permittee shdl retain records of dl required monitoring data and support information for
aperiod of at least 5 years fromthe date of the monitoring sample, measurement, report,
or gpplication. Support information includes al calibration and maintenance records and
dl origind drip-chart recordings or other data recordings for continuous monitoring
instrumentation, and copies of al reports required by the permit.

X1V. REPORTING REQUIREMENTS [A.A.C.R18-2-306.A.5.4]

Permittee shal submit the following reports :

A. Compliance certifications in accordance with Section V11 of Attachment “A”.

B. Reports of excess emissons, permit deviations, and emergencies in accordance with
Section XII of Attachment “A”.

C. Other reports required by Section |I.B of Attachment “B”.

XV. DUTY TO PROVIDE INFORMATION [A.A.C. R18-2-304.G and 306.A.8.€]
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Air Quality Permit # 1000605 B.H.P. Copper-Pinto Vdley Unit

XVI.

XVII.

A. The Permittee shdl furnish to the Director, within a reasonable time, any information thet
the Director may request inwriting to determinewhether cause exigtsfor revising, revoking
and reissuing, or terminating the permit or to determine compliancewith the permit. Upon
request, the Permittee shall also furnish to the Director copies of records required to be
kept by the permit. For information claimed to be confidentid, the Permittee shdl furnish
an additiona copy of such records directly to the Adminigtrator along with a claim of
confidentidity.

B. If the Permittee has faled to submit any relevant facts or if the Permittee has submitted
incorrect information in the permit gpplication, the Permittee shall, upon becoming aware

of such failure or incorrect submittal, promptly submit such supplementary facts or
corrected information.

PERMIT AMENDMENT OR REVISION [A.A.C. R18-2-318, 319 and 320]

Permittee shdl gpply for a permit amendment or revison for changes to the facility which do not
quaify for afacility change without revison under Section XVII, asfollows.

A. Adminigrative Permit Amendment (A.A.C. R18-2-318);

B. Minor Permit Revision (A.A.C. R18-2-319);

C. Significant Permit Revison (A.A.C. R18-2-320).

The gpplicability and requirementsfor such action are defined in the above referenced regulations.
FACILITY CHANGE WITHOUT PERMIT REVISION [A.A.C. R18-2-317]

A. Permittee may make changes a the permitted source without apermit revison if dl of the
following gpply:

1 The changes are not modifications under any provison of Title | of the Act or
under A.R.S. § 49-401.01(17).

2. The changes do not exceed the emissions alowable under the permit whether
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expressed therein as arate of emissons or in terms of total emissons.

3. The changes do not violate any applicable requirements or trigger any additiona
applicable requirements.

4, The changes satisfy al requirements for a minor permit revison under R18-2-
319(A).

5. The changes do not contravene federally enforceable permit terms and conditions
that are monitoring (including test methods), recordkeeping, reporting, or
compliance certification requirements.

The subgtitution of an item of process or pollution control equipment for an identica or
substantidly smilar item of processor pollution control equipment shal qudify asachange
that doesnot require apermit revision, if it meetsal of the requirements of subsections (A)
and (C) of this Section.

For each such change under subsections A and B of this Section, a written notice by
certified mail or hand delivery shdl be received by the Director and, for Class | permits,
the Adminidirator, aminimum of 7 working days in advance of the change. Notifications
of changes associated with emergency conditions, such as mafunctions necessiteting the
replacement of equipment, may be provided less than 7 working days in advance of the
change but must be provided as far in advance of the change as possible or, if advance
notification is not practicable, as soon after the change as possible. Each natification shall
include:

1. When the proposed change will occur.

2. A description of each such change.

3. Any change in emissons of regulated air pollutants.

4, The pollutants emitted subject to the emissonstrade, if any.

5. The provisons in theimplementation plan that providefor the emissionstradewith

whichthe source will comply and any other information as may be required by the
provisonsin the implementation plan authorizing the trade.
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6. If theemissonstrading provisonsof theimplementation plan areinvoked, thenthe
permit requirements with which the source will comply.

7. Any permit term or condition that isno longer gpplicable asaresult of the change.

XVIII. PERFORMANCE TESTING REQUIREMENTS [A.A.CR18-2-312]

A.

Operationd Conditions During Performance Testing

Performance tests shal be conducted during operation at the full load of the unit under
representative operationa conditionsunlessother conditionsarerequired by theapplicable
test method or in this permit. With prior written approva from the Director, testing may
be performed at alower rate. Operations during start-up, shutdown, and mafunction (as
defined in A.A.C. R18-2-101) shdl not congtitute representative operationa conditions
unless otherwise specified in the gpplicable standard.

Performancetestsshall be conducted and datareduced in accordance with thetest method
and procedures contained in the Arizona Testing Manud unless modified by the Director
pursuant to A.A.C. R18-2-312.B.

Performance Test Plan

At least 14 cadendar days prior to performing atest, the owner or operator shall submit a
test plan to the Director, in accordance with the Arizona Testing Manud. Thistest plan
must include among othersidentified in the Arizona Testing Manua the following:

test duration;

test location(s);

test method(s); and

source operation and other parameters that may affect test results.

~AwbdpE

Stack Sampling Facilities
Permittee shadl provide or cause to be provided, performance testing facilities as follows:

1. Sampling ports adequate for test methods gpplicable to the facility;
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2. Safe sampling platforms;
3. Safe access to sampling platforms; and
4, Utilities for sampling and testing equipment.

E Interpretation of Fina Results

Each performance test shdl consist of three separate runs using the required test method.
Eachrun shal be conducted in accordance with the gpplicable standard and test method.
For the purpose of determining compliance with an applicable sandard, the arithmetic
means of results of the three runs shal apply. If asampleisaccidentaly lost or conditions
occur which are not under the Permittee's control and which may invdidate the run,
compliance may, upon the Director's gpproval, be determined using the arithmetic mean
of the other two runs. If the Director, or Director’ sdesignee, is present, tesssmay only be
stopped with the Director’ s or such designee' sapprovd. If the Director or the Director's
designee is not present, tests may only be stopped for good cause. Good causeincludes,
forced shutdown, failure of an irreplaceable portion of the sample train, extreme
meteorologica conditionsor other conditions beyond the Permitteg's control. Termination
of any test without good cause after the first runis commenced shdl congtitute afailure of
the test. Supporting documentation which demonstrates good cause must be submitted.

F. Report of Find Test Results

A written report of the results of dl performance tests shal be submitted to the Director
within 30 days after the test is performed. The report shal be submitted in accordance
with the Arizona Testing Manua and A.A.C. R18-2-312.A.

XIX. PROPERTY RIGHTS [A.A.C. R18-2-306.A.8.]
This permit does not convey any property rights of any sort, or any exclusive privilege.

XX. SEVERABILITY CLAUSE [A.A.C.R18-2-306.A.7]
The provisonsof thispermit areseverable. Inthe event of achdlengeto any portion of this permit,
or if any portion of this permit is held invdid, the remaining permit conditions remain vaid and in

force.

XXI. PERMIT SHIELD [A.A.C. R18-2-325]
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Compliance with the conditions of this permit shal be deemed compliance with the applicable
requirements identified in this permit. The permit shield shal not apply to any changes made
pursuant to Section XV1.B of this Attachment and Section XVII of this Attachment.
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ATTACHMENT "B": SPECIFIC CONDITIONS

Air Quality Control Permit No. 1000605
for
BHP Copper, Pinto Valley Unit

Facility Wide Requirements

A.

Upon issuance of the permit and as long as the property isin a care and
maintenance mode, the owner or operator shdl have available within a four hour time
period, aperson that is certified in EPA Reference Method 9. [A.A.C. R18-2-306.A.3]

Within 180 days of resumption of operations, the owner or operator shal have on Stea
person that is certified in EPA Reference Method 9. [A.A.C. R18-2-306.A.3]

At the time the compliance certifications required by Section VII of Attachment "A" are
submitted, the Permittee shal submit reports of al monitoring activities required by this
Attachment performed in the same sx month period as gpplies to the compliance
certification period. [A.A.C.R18-2-306.A.5.4]

. Process Sour ces (Primary Crushing Unit, Fine Crushing Unit, Concentrator, and Moly
Concentrate Drying Unit)

Particulate Matter and Opacity

A.

Emisson Limitations/Standards

Affected Facilities Subject to the Standards of Performance for Existing Nonferrous
Metds Industry Sources (Emission units identified as"Existing" in Attachment "C"
of this permit) shdl comply with the following:

1. For dl process sources, Permittee shall not cause, allow or permit the discharge
of particulate matter into the atmosphere in any one hour in tota quantities in
excess of the amounts calculated by one of the following equation:
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a For process sources having a process weight rate of 60,000 pounds per
hour (30 ton per hour) or less, the maximum alowable emissons shdl be
determined by the following equation:

E= 3.59P%%2

where:

E = the maximum dlowable particulate emissons rate in pounds-
mass per hour.

P = the process weight rate in tons-mass per hour

b. For process sources having a process weight rate greater than
60,000 pounds per hour (30 ton per hour), the maximum
alowable emissonsshd| bedetermined by thefollowing equation:

E = 17.31P°%

where“E’ and“P’ are defined asindicated in paragraph (i) of this
subsection.
[Arizona State Implementation Plan R9-3-521.A.2]

2. While gpplying the processwelght rate equation, Permittee shdl utilizethe
total processweight from al smilar unitsemploying asmilar type process
to determine the maximum alowable emissons of particulate maiter.

[AA.C.R18-2-721.D]

3. Permittee shall not cause, dlow or permit to be emitted into the
atmosphere, any plume or effluent which exceeds 40% opacity as
measured by EPA Reference Method 9. [A.A.C. R18-2-702.B]

B. Air Pollution Controls

1. Wet scrubbers shall be operated to control emissions from the primary crushing
unit, coarse ore feed, secondary and tertiary crushing unit, milling unit, and the
moly concentrate drying unit.

2. Water spraysshal be operated to control emissonsfrom the primary crushing unit
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and fine crushing plant.

[A.A.C.R18-2-331.A 3¢
[Material permit conditions areidentified by underline]

Monitoring, Reporting, and Recordkeeping

Affected Facilities Subject to the Standards of Performance for Existing Nonferrous
Metds Industry Sources (Emission unitsidentified as "Existing” in Attachment "C"
of this permit) shal comply with the following:

1.

Permittee shdl inddl, cdibrate, maintain, and operate monitoring devices which

can be used to determine daily the materia throughputs to individua process

SOurces. [A.A.C.R18-2-306.A.3.b & A.A.C. R18-2-331.A.3.c]

[Material permit conditions are identified by
underline]

Permittee shdl record the dally process rates of dl materid handling facilities.

[A.A.C. R18-2-721.F & A.A.C. R18-2-306.A.3.b]

Bi-weekly Monitoring for stack emissons from process sources

a

Within 180 days of issuance of this permit, Permittee shall conduct
certified Method 9 performance tests in accordance with Section XVII|
of Attachment A for dl the stacks associated with the process sourcesin
the facility, while operating a norma representative working conditions,
to establish abasdine opecity leve for each of thestacks. Within 30 days
of establishing the basdline opacity, the Permittee shall report the results
to the Director.

A certified Method 9 observer shdl conduct a bi-weekly (once in two
weeks) visua survey of visible emissions from the stacks associated with
the process sources covered by this section when they are in operation.
Permittee shall keep a record of the name of the observer, the date on
which the observation was made, and the results of the observation.

If the observer sees a plume that on an instantaneous basis appears to
exceed the basdline opacity leve, then the observer shdl, if practicable,
take a Sx-minute Method 9 observation of the plume.
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d.

If the Sx-minute opacity of the plumeislessthan the basdine opacity leve,
the observer shdl make arecord of the following:

I. Location, date, and time of the observation; and

i The results of the Method 9 observation.

If the Sx-minute opacity of the plume exceeds the baseline opacity level
but isless than the applicable opacity standard, Permittee shall adjust or
repair the controls or equipment to reduce opacity to or below the
basdline opacity level. The observer shdl make arecord of the following:

I. Location, date, and time of the observation;

i The results of the Method 9 observation;

iil. Date and time when corrective action was taken; and
v Type of corrective action taken.

If the sx-minute opacity of the plume exceeds the gpplicable opacity
Sandard, then the Permittee shdl do the following:

I. Adjust or repair the control s or equipment to reduce opacity to or
below the basdine leved; and
i Report it as an excess emisson for opacity.

If corrective actionsfail to reduce opacity to or below the basdline leve,
the Permittee shal adopt the following course of action:

i. document al corrective action taken; and
i initiate procedures to re-etablish the basdline within 48 hoursin
accordance with subsection h.

If necessitated by the results of the bi-weekly monitoring, Permittee may
reestablishthebasdineopacity level (s). Reestablishment of thebasding(s)
shdl be performed utilizing the same procedures used in setting up the
initid basdine level(s). Within 30 days of re-establishing the basdine
opacity, the Permittee shall report the results to the Director. The report
gl dso contain a description of the need for re-establishing the
basding(s).
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[A.A.C.R18-2-306.A.3]
4, Bi-weekly monitoring for fugitive emissons from process sources

a A certified Method 9 observer shall conduct a bi-weekly (once in two
weeks) visud survey of fugitive emissons from al the process sources
covered by this section when they are in opertion.

b. If the observer, during the visua survey, doesnot see any plumefrom any
fugitive source that on an instantaneous basis appears to exceed the
gpplicable opacity standard, then the observer shal keep arecord of the
name of the observer, the date on which the observation was made, and
the results of the observation.

C. If the observer sees a plume from a fugitive source that on an
indantaneous basis appears to exceed the applicable opacity standard,
then the observer shall if practicable take a six-minute Method 9
observation of the plume.

d. If the Sx-minute opacity of the plume exceeds the applicable opacity
gandard, Permittee shdl do the following:

I. Adjust or repair the controls or equipment to reduce opacity to
bel ow the opacity standard;
i. Report it as excess emissions.

e. If the Sx-minute opacity of the plume is less than the gpplicable opacity
standard, the observer shall make arecord of the following:

i. Location, date, and time of the observation; and
ii. The reaults of the Method 9 observation.
[A.A.C. R18-2-306.A.3.0]

D. Tedting

1 Performance testing for Particulate Matter
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a Permittee shal conduct performance tests for particulate matter on al air
pollutioncontrol devicesassociated with the process sourcesin thefacility
(asidentified below) over the course of the permit term.

Firs year: Primary crushing unit- 15DC01 and 21DC01-1A

Second year:  Fine Crushing Plant- 22DCO01-1A through
22DC05-1A

Third year: Concentrator- 23DCO01-1A and two representative
stacks from 23DC02-1A through 23DCO07-1A

Fourthyear: ~ Maly drying Unit

b. If the facility is not operative in a certain year, testing scheduled for that
year shal be performed in the subsequent year within the permit term

when the facility resumes operetion.
[A.A.C.R18-2-312.Gand A.A.C. R18-2-306.A.2]

2. Performance test for Opacity

In addition to the periodic monitoring required by Section I1.C.3 of this
attachment, Permittee shall conduct an annua performance test for opacity on
each of the wet scrubbers covered by this section. These performance tests shall
be conducted in accordance with Reference Method 9 in 40 CFR 60, Appendix
A. [A.A.C.R18-2-312.G and A.A.C. R18-2-306.A.3.0]

E Permit Shied
Compliancewith the conditionsof thispart shall be deemed compliancewith ArizonaState
Implementation Plan R9-3-521.A.2, A.A.C. R18-2-721.D,
A.A.C. R18-2-721.F, A.A.C. R18-2-702.B, 40 C.F.R. 60.382.a(1), and
40 C.F.R. 60.382.a(2). [A.A.C. R18-2-325]
[11. Boilers( WOFD boilers[1500 and 2750] and Moly Boiler)
A. Fud Limitation

Permittee shdl only burn Diesd, fud oil #2, natura gas or propane in the boilers.
[A.A.C.R18-2-306.A.2]

Draft Copy 22 of 43



Air Quality Permit # 1000605 B.H.P. Copper-Pinto Vdley Unit

B.

C.

Opacity Standards

1.

Emisson Limitations/Standards

Permittee shall not cause, dlow or permit to be emitted to the atmosphere, any

effluent which exceeds 15% opacity. [A.A.C.R18-2-724.]]
2. Monitoring, Reporting, and Recordkeeping
a A certified EPA Reference Method 9 observer shall conduct a monthly
survey of visible emissons emanating from the sacks of the bailers. If the
opacity of the emissions observed gppears to exceed the standard, the
observer shall conduct acertified EPA Reference Method 9 observation.
The results of the Method 9 observation shal be njaiataneads-2-306.A.3.b]
b. Permittee shdl report dl 6-minute periods during which the visble
emissions exceeds 15% opacity. [A.A.C.R18-2-724.]]
3. Permit Shied
Compliance with the conditions of this part shal be deemed compliance with
A.A.C.R18-2-724.J. [A.A.C.R18-2-325]
Particulate Matter
1. Emission Limitations/Standards
Permittee shdl not cause, dlow or permit the emisson of particulate matter,
caused by the combustion of fud in excess of the amount calculated by the
following eguation:
E=1.02Q 0" where:
E = the maximum dlowable particulate emissons rate in pounds mass per hour.
Q =the heat input in million Btu per hour. [A.A.C.R18-2-724.C1]
2. Monitoring, Reporting, and Recordkeeping
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D.

When Diesd or fud oil #2isfiredin the boilers, Permittee shal maintain arecord
of the daily lower heating value of the fud fired in the boilers. This may be
accomplished by maintaining on record acopy of that part of the contract with the
vendor that specifies the lower heating vaue of the fud.

[A.A.C.
R18-2-
306.A.3.
b]
Permit Shied
Compliance with the conditions of this Part shall be deemed compliance with
A.A.C. R18-2-724.C.1. [A.A.C.R18-2-325]

Sulfur Dioxide

Emisson Limitations/Standards

a Permittee shdl not emit or cause to emit more than 1.0 pound of sulfur

dioxide per million Btu heet input when low sulfur ail isfired.
[A.A.C. R18-2-724.F]

b. Permittee shdl not fire high sulfur oil (greater than 0.9% sulfur) in the
boilers. [A.AC.R18-2-724.G]

Monitoring, Reporting, and Recordkeeping

Permittee shal keep records of fue supplier certification including the following
information:

The name of the diesd supplier;

The hegting vaue of died;

The dengty of diesd;

The sulfur content of diesd from which the shipment came; and

The method used to determine the sulfur content of diesd.
[A.A.C. R18-2-306.A.3.b]

S oo oW
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3. Permit Shied

Compliance with the conditions of this Part shall be deemed compliance with
A.A.C. R18-2-724.E and A.A.C. R18-2-724.G. [A.A.C.R18-2-325]

V.  Solvent Extraction and Electrowinning Process(SX/EW) & MiscellaneousStorage Tanks
A. Volatile Organic Compounds and Sulfuric Acid Migt
1. Emisson Limitations'Standards

a Permittee shal not cause the emission of gaseous or odorous materids
from equipment and operations associated with the SX/EW process in
such quantities or concentrations asto cause air pollution.

[A.A.C. R18-2-730.D]

b. Materiasincluding solventsor other volatile compounds, acids, and dkalis
utilized in the SX/EW process shall be processed, stored, used, and
transported in such a manner and by such means that they will not
evaporate, leak, escape or otherwise be discharged into the ambient air
S0 asto cause or contribute to air pollution. Where means are available
to reduce effectively the contribution to air pollution from evaporation,
leakage, or discharge, the ingtdlation and use of
such control methods, devices, or equipment shall be mandatory.

[A.A.C. R18-2-730.F]

C. Where a stack, vent or other outlet isat such aleve that fumes, gas, mig,
odor, smoke, vapor, or any combination thereof congtituting air pollution
is discharged to adjoining property, the Director may require the
ingdlation of abaterment equipment or the dteration of such stack, vent or
other outlet by the Permitteethereof to adegreethat will adequatdly dilute,
reduce or diminate the discharge of ar pollution to the adjoining property.

[AAA.C.R18-2-730.G]

d. Permittee shdl not alow sodium cyanide dust or dust from any other solid
cyanide from any location in such manner and amount that the
concentration of such emissonsinto theambient air at any occupied place
beyond the premises on which the source is located exceeds 140
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micrograms per cubic meter for any averaging period of eight hours.
[A.A.C. R18-2-730K]
2. Air Pdllution Controls

Thefollowing conditionsare materid permit conditionsin accordancewith A.A.C.
R18-2-331.A.3.e.

Permittee shdl use the following methods to control emissons

a Use alow vapor pressure diluent or other effective means of controlling
VOC emissions as approved by the Director in the Solvent extraction

plant;
b. In the Electrowinning tankhouse:

I. Foam,

i. Blankets,

. Surfactants;

V. Thermd retention balls; or

V. Other effective means of controlling sulfuric acid emissons as
approved by the Director.

3. Monitoring, Reporting, and Recordkeeping

Permittee shall maintain arecord of the control measures used to limit emissons
from the SX/EW process. [A.A.C. R18-2-306.A.3.0]

4. Permit Shidd

Compliance with the conditions of this Part shall be deemed compliance with

A.A.C. R18-2-730.D, A.A.C. R18-2-730.F, A.A.C R18-2-730.G, A.A.C.

R18-2-730.H and A.A.C. R18-2-730.K. [A.A.C. R18-2-325]
V. Non-Point Sources

A. Open Areas, Roadways and Streets, Materiad Handling, Storage Piles, and Minera
Tallings
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1.

Opacity and Particulate Matter Standards

a

Emisson Limitations/Standards

@

)

Permittee shdl not cause, alow or permit visble emissons from
open areas, roadways and dtreets, storage piles or materia
handlingin excess of 40 % opacity measured in accordance with
the Arizona Testing Manua, Reference Method[8.A.C.R18-2-610]

Permittee shal employ at least one of the following reasonable
precautions, or any other method as proposed by the Permittee
and approved by the Director (following compliance with any
goplicable ar permit revison mechanism), to prevent excessive
amounts of particulate matter from becoming airborne:

@

Usedust suppressants or soil stabilizer, paving, covering,
landscaping, continuous wetting, detouring, or barring
access when condructing, usng, dtering, repairing,
demalishing, dearing, or leveling a building or its
appurtenances, a driveway, a parking area, or a vacant
lot, or when moving or excavating earth.

In addition to the above, the following have been
identified as reasonable precautions:

Applying wetting agents, semming, optimizing blast
pattern, controlling oxygen baance of explosives during
blast operations, minimizemateria drop height, temporary
paving, road cover, controlling vehicle access, limiting
vehide speed, revegetation, hydro-seeding, hydro-
muiching, mulching, wet sweegping, vacuuming, wind
fence, wind bresk, shrouding, skirting, enclosing,
contouring, animas, oil adhesves, compaction,
agglomeration, inherent moisture content, and

encrugtation.
[A.A.C.R18-2-604.A]
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(b)

(©

(d)

Apply temporary paving, dust suppressants, wetting
down, or detouring when using, repairing, congtructing or
recongtructing a roadway.

In addition to the above, the following have been
identified as reasonable precautions:

Applying wetting agents, controlling vehicle access,
limiting vehicle speed, revegetation, hydro-seeding,
hydro-mulching, mulching, landscaping, wet sweeping,
vacuum, wind fence, wind break, covering, contouring,
ussge of soil adhesves, usage of soil dabilizers,
compaction, usage of decomposed granite,

agglomerdion, inherent moisture  content, and

encrugtation.
[AACRI82-606A]

Apply dust suppressants, wetting, or cover theload when
trangporting materids likely to give rise to airborne dust.

In addition to the above, the following have been
identified as reasonable precautions:

Applying wetting agents, minimizing materid drop height,
limting vehicle speed, wind break, covering,
agglomeration, inherent moisture content and

encrudation.
[A.A.C.R18-2-605.B]

Use spray bars, wetting, wetting agents,
dustsuppressants, covers, or hoods when crushing,
screening, handling, trangporting, or conveying materia
that is likely to result in Sgnificant amounts of airborne
dust;

In addition to the above, the following have been
identified as reasonable precautions:
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(d)

(€

®

Minimizing materia drop height, wind fence, wind bregk,
drouding, skirting, enclosing, contouring, inherent

moisture content and agglomeration.
[A.A.C.R18-2-606]

Use chemica dabilization, wetting, or covering when
gtacking, piling or otherwise storing organic or inorganic
dust-producing materid.

In addition to the above, the following have been
identified as reasonable precautions:

Wind fence, wind break, shrouding, skirting, enclosing,
covering, contouring, agglomeration, inherent moisture

content and encrustation.
[A.A.C.R18-2-607.A]

Operate gtacking and reclaming machinery utilized a
gorage piles & dl times with a minimum fdl of materid
and in such manner, or with the use of spray bars and
wetting agents;

In addition to the above, the following have been
identified as reasonable precautions:

WEetting, wind fence, wind bregk, shrouding, skirting,
endosing, covering, contouring, inherent moisture content
and agglomeration.

[A.A.CR18-2-607.B]

Use wetting, chemica stabilization, or revegetation when
congructing minerd taling piles,

In addition to the above, the following have been
identified as reasonable precautions:

Applying wetting agents, maximizing thewet surfacearea,
barring or controlling vehide access, limiting vehicle

Draft Copy

29 of 43



Air Qudity Permit # 1000605

B.H.P. Copper-Pinto Vdley Unit

()

speed, hydro-seeding, hydro-mulching, mulching,
landscaping, wind fence, wind bresk, covering,
contouring, animas, soil adhesives, soil dabilizers,
compaction, usage of decomposed granite,
agglomeration, inherent moisture  content, and
encrustation.

[A.A.C. R18-2-608]

Use wetting agents or dust suppressants before the
cleaning of any Site, roadway, or dley. Earth or other
materid shal be removed from paved streetsonto which
earth or other material has been transported by trucking
or earth moving equipment, erosion by water or by other
means,

In addition to the above, the following have been
identified as reasonable precautions:

WEetting, chip sed, grave, temporary paving, contralling

vehide access, limiting vehicle speed, revegetation,

inherent moisture content, and hydro-seeding.
[A.A.C.R18-2-804.B]

b. Monitoring, Reporting, and Recordkeeping Requirements

[A.A.CR18-2-306.A.3.0]

@ Permittee shal maintain records of the dates on which any of the
activities listed in Condition V.A.1.a(2)(a) through (g) of this
Attachment were performed and control measures employed.

2 Inlieu of Condition V.A.1.(b).(2), the Permittee may maintain a
Non-Point Source Monitoring Planasameansof monitoring and
recordkeeping for any of the activities listed in Condition
V.A.l.a(2)(a) through (g) of this Attachment.

(& If the Non-Point Source Monitoring Plan has not been

submitted to the Director as part of the Class | gpplication
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(b)

(©

(d)

form, the Permittee may submit asignificant revision pursuant
to A.A.C. R18-2-320 dtating an intent to rely on a Non-
Point Source Monitoring Plan. The Non-Point Source
Monitoring Plan shdl be submitted with the Significant
Revision gpplication.

The Non-Point Source Monitoring Plan shall describe the
methods the Permittee will use to comply with the
requirements of this Section. The plan shall contain the
fallowing minimum eements of information :

i) Typesof control measures employed on an activity-
specific bags,

i) Frequency of application of control measures,

i) A system for documenting variationsfromthestrategy
outlined in the Non-Pont Source Monitoring Plan

If the Permittee relies on “inherent moisture content” asa
reasonabl e precautionfor minimizing particulateemissions
caused by traffic over haul roads, the dates of the period
for which this control measure was used shdl be
recorded.

Permittee may add any method liged in Conditions
V.A.la(2)(a) through (g) to the lig of control methods
identified in the Non Point Source Monitoring Plan. Such
changes to the plan shdl be recorded, and a notification
ghdl be sent to the Director within 10 days following the
change. In addition, Permittee may add any method
approved heresfter by the Director pursuant to Condition
V.A.l.a(2) to the lig of control methods identified in the
Non Point Source Monitoring Plan by complying with the
goplicable permitting mechaniam if a permit revison is
required, and in any other case by recording the change,
and providing anatification to the Director within 10 days
fallowing the change.
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3

Bi-weekly Monitoring Requirement

@

(b)

(©

(d)

(€

Within 90 days of issuance of this permit, Permittee shall
ubmit a visual observation plan to be approved by the
Department. The observation plan shal identify a centra
lookout station or multiple observation points, as
appropriate, from where the non point sources shall be
monitored. When multiple observation pointsare used, al
the non point sources associated with each observation
point shal be specificaly identified within the observation
plan.

The certified Method 9 observer shall conduct abi-weekly
(onceintwoweeks) visud survey of visbleemissonsfrom
the non-point sources when they are in operation in
accordance with the observation plan. Permittee shdll
keep arecord of the name of the observer, the date on
which the observation was made, and the results of the
observation.

If the observer sees a plume from anon-point source that
onaninstantaneous basi sappearsto exceed 40%, then the
observer, shdl if practicable, take a six-minute Method 9
observation of the plume.

If the Sx-minute opacity of the plumeislessthan 40%, the
observer shdl make arecord of the following:

I)  Location, date, and time of the observation; and
ii)  Theresults of the Method 9 observation.

If the Six-minute opacity of the plume exceeds 40%, then
the Permittee shdl do the following:

i)  Adjust or repair the controls or equipment to reduce
opacity to below 40%; and
ii) Report it as an excess emission under Section X1.A
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of Attachment “A”.

(f)  Any changesto the observation plan, origindly gpproved
by the Department, shall be made only with
the prior gpprova of the Director.
[A.A.C.R18-2-306.A.3b]

d. Permit Shidd

Compliance with the conditions of this part shal be deemed compliance
withA.A.C. R18-2-610, A.A.C. R18-2-604.A, A.A.C. R18-2-605.A,
A.A.C. R18-2-605.B, A.A.C. R18-2-607.A, A.A.C. R18-2-607.B,

A.A.C. R18-2-608, and A.A.C. R18-2-804.B
[A.A.C. R18-2-325]

VI. M obile Sour ces

The requirements of this section are gpplicable to mobile sources which either move while emitting
ar contaminants or are frequently moved during the course of their utilization but are not classfied
as motor vehicles, agriculturd vehicles, or are agriculturd equipment used in norma farm
operations. Mohile sources shal not include portable sources as defined in A.A.C. R18-2-
101.84. [A.A.C. R18-2-801]

Opacity Standards
A. Emisson Limitations/Standards

Permittee shdl not cause, dlow, or permit to be emitted into the aimosphere from any
roadway and site cleaning machinery smoke or dust for any period greater than ten
consecutive seconds, the opacity of which exceeds 40% opacity. Visibleemissonswhen
garting cold equipment shall be exempt from this requirement for the first ten minutes.
[A.A.C.R18-2-804.A]
B. Permit Shidd

Compliancewith the conditionsof thisPart shal be deemed compliancewith A.A.C. R18-
2-801 and A.A.C. R18-2-804.A. [A.A.C.R18-2-325]
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VII. Other Periodic Activities

A.

Useof Paints

1 Opacity of Vigble Emissons

a

Emisson Limitations/Standards

Vigble emissonsfrom spray painting operations shal not have an opacity
greater than 40%, measured in accordance with by EPA Reference
Method 9. [A.A.C.R18-2-702.B]

Permit Shidd

Compliance with the conditions of this Part shal be deemed compliance
with A.A.C.R18-2-702.B. [A.A.C.R18-2-325]

2. Volatile Organic Compounds

a

Emisson Limitations/Standards

While performing spray painting operations the Permittee shall comply
with the fallowing requirements:

I. The Permittee shal not conduct any spray painting operation
without minimizing organic solvent emissons.  Such operations
other than architecturd coating and spot painting, shdl be
conducted in an enclosed area equipped with controls containing

no less than 96 percent of the overspray.
[A.A.CR18-2-727.A]

ii. The Permittee shdl not ether:

(@ Employ, apply, evaporate or dry any architectura coating
containing photochemicaly reactive solvents for industrid
or commercia purposes; or

(b)  Thin or dilute any architecturd coaing with a
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b.

photochemicaly reactive solvent. [A.A.CR18-2-727.B]

For the purposes of parts (ii) and (v) of this condition, a
photochemicaly resctive solvent shall be any solvent with an
aggregate of more than 20 percent of its total volume composed
of the chemica compounds classified in paragraphs (&) through
(c) of this subsection, or which exceeds any of the following
percentage compogtion limitations, referred to the tota volume of
solvent:

(& A combination of thefollowing typesof compoundshaving
an olefinic or cydo-oefinic type of unsaurdion -
hydrocarbons, alcohols, adehydes, esters, ethers, or
ketones : five percent

(b) A combination of aromatic compoundswith eight or more
carbon atoms to the molecule except ethylbenzene: eight
percent

(© A combination of ethylbenzene, ketones having branched
hydrocarbon structures, trichloroethylene or toluene: 20
percent [A.A.CR18-2-727.C]

Whenever any organic solvent or any congtituent of an organic
solvent may be classfied from its chemica Structure into more
than one of the groups or organic compounds described in
subsection iii(@) through iii(c) of this condition, it shdl be
consdered to be a member of the group having the least

alowable percent of the totd volume of solvents.
[A.A.C.R18-2-727.D]

The Permittee shall not dispose by evaporation more than 1.5

gdlons of photochemicdly reactive solvent in any one day.
[SIP Provision R9-3-527.C]

Monitoring, Recordkeeping, and Reporting Requirements

Each time a spray painting project is conducted, the Permittee
ghdl loginink or in an dectronic format, arecord of thefollowing:
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(&  Thedate the project was conducted;
(b)  Theduration of the project;
(©  Typeof control measures employed; and
(d) Maeid Safety Data Sheetsfor dl paints and solvents
used in the project.
[A.A.C.R18-2-306.A.3.1]

. Architecturd coating and spot painting projects shal be exempt
from the recordkeeping requirements of part i above.

il In lieu of Condition VII.A.2.b.(i), the Permittee may maintain a
sectioncdled " Spray Painting Plan” within the Non-Point Source
Monitoring Plan referenced in Condition V.A.1.b.(2), (a) through
(©). [A.A.C.R18-2-306.A.3.1]
C. Permit Shidd

Compliance with the conditions of this Part shal be deemed
compliance with A.A.C.R18-2-727 and SIP Provison R9-3-527.C.
[A.A.C.R18-2-325]

B. Demalition/Renovation

1. Emisson Limitations'Standards
The Permittee shal comply with the applicable requirements of 40 CFR 61,
Subpart M (Nationd Emissons Standards for Hazardous Air Pollutants -
Asbestos). [A.A.C.R18-2-1101.A.8]

2. Monitoring, Recordkeeping, and Reporting Requirements
Permittee shdl kegp dl required recordsin afile. Therequired recordsincludethe
“NESHAP Natification for Renovation and Demoalition Activities’ form and all
supporting documents.

C. Nonvehicle Air Conditioner Maintenance and/or Services
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D.

1. Emisson Limitations/Standards

The Permittee shal comply with the applicable requirements of 40 CFR 82 -
Subpart F (Protection of Stratospheric Ozone - Recycling and Emissions
Reduction). [40 CFR 82, Subpart F]|

2. Monitoring, Recordkeeping, and Reporting Requirements

Permittee shall keep dl records required by the applicable requirements of 40
CFR 82 - Subpart Fin afile.

Abrasve Blagting

1. Emisson Limitations/Standards

a

Permittee shdl not cause, dlow or permit visble emissons from
sandblagting or other abrasive blasting operations in excess of 40%
opacity as measured by EPA Reference Method 9. [A.A.C. R18-2-702.B]

The Permittee shall not cause or alow sandblasting or other aborasve
blasting without minimizing dust emissions to the atmaosphere through the
use of good modern practices. Good modern practices include:

I. wet bladting;
i. effective enclosures with necessary dust collecting equipment; or
. any other method as approved by the Director.

[A.A.C. R18-2-726]

2. Monitoring, Recordkeeping, and Reporting Requirements

a

Eachtimean dorasve blasting project isconducted, the Permitteeshall log
inink or in an eectronic format, arecord of the following:

I. The date the project was conducted;
. The duration of the project; and
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il Type of control measures employed.

b. Inlieuof Condition V11.D.2.a, the Permittee may maintain asection caled
"Abradve Blasting Plan” within the Non-Point Source Monitoring Plan
referenced in Condition V.A.1.b.(2), (a) through (c).
[A.A.C.
R18-2-
306.A.3.
b]
3. Permit Shidd

Compliance with the conditions of this Part shall be deemed compliance with
A.A.C.R18-2-702.Band A.A.C.R18-2-726. [A.A.C. R18-2-325]
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